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Sun StorEdge™ 3120 SCSI Array

Compact, ultra-dense, super-rugged 1U SCSI disk array

The Sun StorEdge™3120 SCSI array delivers superior value to entry-level storage markets, pro- 

viding users with a low-profile, ultra-condensed, modular storage array designed to meet the

diverse needs of fast-growing environments. The 1U form factor fits in the smallest spaces, and
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Purchase this product from the 

Sun
SM

Store, sun.com/store, or contact 

an authorized Sun reseller near you. 

Sun StorEdge™ 3120 SCSI Array

Specifications

Host System Interfaces
Number of ports Up to two server nodes (user configurable)

Interface type Ultra™ 320 SCSI Low Voltage Differential (LVD)

Maximum cable length 10 m

Software
Configuration and management Sun StorEdge Configuration Service software (included)

Monitoring and event notification Sun StorEdge Diagnostic Reporter software (included)

Operating environments Solaris™ Operating System v8, 9, x86

Red Hat Enterprise Linux Advanced Server 2.1, 3

Novell NetWare 5.1, 6.5

Windows 2000 Server

Windows Server 2003

Supported software Sun™ Cluster 3 software

Sun Solstice Disk Suite

Solaris Volume Manager

VERITAS Volume Manager

VERITAS File System

VERITAS Cluster Server

Hardware
Hardware compatibility For the latest list of supported platforms and Host Bus

Adapters, please refer to the latest release notes posted
here: http://docs.sun.com/?q=3120

Disk Drives
Form factor 3.5 in., low profile Ultra 320 SCSI

Interface Ultra 320 SCSI

Supported drives 36GB, 15,000 rpm; 73GB, 10,000 rpm; 73GB, 15,000 rpm;
146GB, 10,000 rpm

Configurations
Array unit 2 to 4 disk drives

Single or dual SCSI bus

AC or DC power supplies

Electrical Requirements
Input voltage 90–250 V AC, single phase, 47–63 Hz

Power Consumption

Idle 70 W at 110 V AC; 70 W at 230 V AC

Operating 75 W at 110 V AC; 75 W at 230 V AC

Spin up 180 W at 110 V AC; 180 W at 230 V AC

Warranty
Two year Sun two-year warranty 

(1st year on site, 2nd year return to depot)

Service upgrades SunSpectrumSM service upgrades are available

Reliability, Availability, Serviceability (RAS)
Reliability Telco and military certified rugged

Load-sharing/load-balancing power supplies

Availability Dual redundant power supplies

Electrically isolated redundant cooling fans

Dual SCSI bus option (user configurable)

Serviceability Hot-swap disks

Hot-swap power supplies

Environment
Operating

Temperature 5°C to 40°C (41°F to 104°F)

Relative humidity 10% to 90%, 27°C max wet bulb, noncondensing

Altitude –100 to 10,000 feet (–30 to 3,048 m)

Shock 5.0 G, 11-ms, half-sine

Vibration 0.20 G, 5 to 500 Hz, swept-sine

Noise LWAD = 7.2 bels

Heat output 170 BTUs/hr

Nonoperating

Temperature –40°C to 65°C (–40°F to 149°F)

Relative humidity 93%, 38°C max wet bulb, noncondensing

Altitude –100 to 40,000 feet (–30 to 12,192 m)

Shock 15.0 G, 11-ms, half-sine

Vibration 1.0 G, 5 to 500 Hz, swept-sine

Regulations
Meets or exceeds the following requirements:

Safety UUL Listed UL 60950:2000, CSA-C22.2 No. 60950-00, 
EN 60950:2000, IEC 60950, TUV, CB Scheme, GOST-R Mark; 
S Mark; GS Mark

Emission FCC Part 15 Class B, CISPR 22 55022:1998 Class B, ICES-003,
VCCI Class B, EN AS/NZS 3548:1996, BSMI CNS 13438 Class B,
S Mark

Harmonics IEC 61000-3-2:2000, IEC 61000-3-3:1995/A1:2001

Immunity CISPR 24 EN 55024

Other NEBS Level 3 (GR-63-CORE; GR-1089-CORE), MIL-STD-810F,
ETSI EN 300 386

Dimensions and Weight
Height 4.4 cm (1.75 in.)

Width 48.2 cm (19.0 in.)

Depth 53.3 cm (21.0 in.)

Weight (fully populated) 13.6 kg (30.0 lb.)

Weight (with packaging) 18.4 kg (40.6 lb.)


